## SMC Dual Rod Cylinder, Compact type series CXSJ



- Dual rod cylinder, compact type
- Slide bearing or ball bushing bearing
- Bore size (mm): 6, 10, 15, 20, 25, 32
- Standard strokes (mm): 10, 20, 30, 40, 50, 75, 100
- Auto switches available
- Made to Order additionally released.

Characteristics
Series: CXS
Type: CXSJ
Function: Double acting
Magnetic: No

| Manufacturer ID | Cushioning | Bore diameter mm | Stroke length mm | Port Size mm | Article |
| :---: | :---: | :---: | :---: | :---: | :---: |
| CXSJM6-10 | Mechanical | 10 | 10 | M 3 | CXSJM6-10 |
| CXSJM10P-10 | Mechanical | 10 | 10 | M 5 | CXSJM10P-10 |
| CXSJM10-10 | Mechanical | 10 | 10 | M 5 | CXSJM10-10 |
| CXSJL10-10 | Mechanical | 10 | 10 | M 5 | CXSJL10-10 |
| CXSJM10-20 | Mechanical | 10 | 23 | M 5 | CXSJM10-20 |
| CXSJM10-30 | Mechanical | 10 | 30 | M 5 | CXSJM10-30 |
| CXSJM10-50 | Mechanical | 10 | 50 | M 5 | CXSJM10-50 |
| CXSJM6-20 | Mechanical | 20 | 20 | M 3 | CXSJM6-20 |
| CXSJM6-30 | Mechanical | 30 | 30 | M 3 | CXSJM6-30 |

