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OVENTROP Regulating valve Series: Hydrocontrol VFC Type:
2620 Static Cast iron Flange
Characteristics
Series: Hydrocontrol VFC
Type: 2620
Housing material: Cast iron
Material quality: EN-JL1040
Surface protection: Coated
Connection: Flange
Type of control gear: Static
Application: CH water
With measuring nipples: Yes
Material disc: CC491K
Spindle material: Brass
Material bonnet: CC491K

Nipple material: Brass
Minimum medium temperature (continuous): -10 °C
Maximum medium temperature (continuous): 150 °C
With drain: No
With position indicator: Yes

Application
● Recommended in: Utilities

DN L H D

[mm] mm mm mm

20 150 118 105

25 160 118 115

32 180 136 140

40 200 136 150

50 230 145 165

65 290 188 185

80 310 203 200

100 350 240 220

125 400 283 250

150 480 285 285

200 600 467 340

250 730 480 405

300 850 515 460

Min./Max. Press./Temp.

Max.oper. press. 16bar

Min. temp. -10 °C

Max. temp. 150 °C

Nominal inner
diameter Pressure rating Control range

l/h

Kvs value

m³/h

Kv value

m³/h

Sealing Article

DN20 PN16 110 / 4770 4.77 0.11 / 4.77 PTFE 11330958
DN25 PN16 51 / 8380 8.38 0.51 / 8.38 PTFE 11330959
DN32 PN16 400 / 17080 17.08 0.4 / 17.08 PTFE 11330960
DN40 PN16 890 / 26880 26.88 0.89 / 26.88 PTFE 11330961
DN50 PN16 3290 / 36000 36 3.29 / 36 PTFE 11330962
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Nominal inner
diameter Pressure rating Control range

l/h

Kvs value

m³/h

Kv value

m³/h

Sealing Article

DN65 PN16 1900 / 98000 98 1.9 / 98 PTFE 11330983
DN80 PN16 2300 / 122200 122.2 2.3 / 122.2 PTFE 12121964
DN100 PN16 3400 / 201000 201 3.4 / 201 PTFE 11330986
DN125 PN16 5500 / 293000 293 5.5 / 293 PTFE 11330987
DN150 PN16 5200 / 404300 404.3 5.2 / 404.3 PTFE 11330988
DN200 PN16 48900 / 814500 814.5 48.9 / 814.5 PTFE 11330989
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