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ERIKS shall never be liable for damage resulting from the use of the information provided.
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SMC Air Slide Table Symmetrical series MXSL
▪ Air slide table, symmetrical
▪ Bore sizes: 6, 8, 12, 16, 20, 25 (mm)
▪ Strokes: 5mm to 150mm, depending upon bore size
▪ Stroke adjuster may be used to control exact stroke extension, retraction, or both
▪ Options: buffer, axial piping
▪ Variety of switches with a variety of wire lead lengths

Characteristics
Series: MXSL
Function: Double acting
Housing material: Aluminium alloy
Operating temperature: -10 / 60 °C

Manufacturer ID Cushioning Bore diameter 
mm

Stroke length
mm

Port Size
mm

Operating pressure
bar

Article

MXS8L-30 Mechanical 8 30 M 5 1.5 / 7 MXS8L-30
MXS8L-40 Mechanical 8 40 M 5 1.5 / 7 MXS8L-40
MXS12L-50 Mechanical 12 50 M 5 1.5 / 7 MXS12L-50
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http://shop.eriks.co.uk
http://shop.eriks.co.uk/en/searchterm/mxs12l-50?searchEriksPartno=true
http://shop.eriks.co.uk/en/searchterm/mxs8l-30?searchEriksPartno=true
http://shop.eriks.co.uk/en/searchterm/mxs8l-40?searchEriksPartno=true

