1/2"
3/4"

Steam Traps | Inverted bucket steam traps

ECONP® Inverted bucket steam trap Type 8961E Stainless

Steel internal thread

Characteristics

Type: 8961EL

Housing material: Stainless steel
Material quality: ASTM A351 CF8
Connection: Internal thread (BSPT)
Pressure rating: PN40

Material inner parts: Stainless steel
With built-in filter: No

Size table

0.3bar 0.5bar 1bar 2 bar 3 bar 5 bar
8961EZ 2 bar 210 260 350 450
8961ES 9 bar 150 220 275 350
8961E 17 bar 25 60 120
896IEL 28 bar

Nominal inner diameter

1/2" (15)
1/2" (15)
3/4" (20)
3/4" (20)

9 bar

147 64
147 64

Capacity table [ kg/h ]

Pressure difference

Mbar 13bar 14 bar

400
200 240 280 300
47 85 122 140

Maximum pressure difference

1.7
1.7

17bar 20bar 24 bar 28 bar

350

190 209 228 260

Article

EC8961E01/2BDFO

EC8961E03/4BDFO

Disclaimer: The content of this document has been composed with the utmost care. However, it is possible that certain information changes over time, becomes inaccurate or
incomplete. ERIKS does not guarantee that the information provided on this document is up to date, accurate and complete; the information provided is not intended to be advice.

ERIKS shall never be liable for damage resulting from the use of the information provided.
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