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ANSELL Glove AlphaTec® 87-305
DESCRIPTION
A reusable unlined blue natural rubber latex glove with food compliances
Food approved
Light duty glove
0.43 mm /17 mils glove thickness for good tactile sensitivity and dexterity
Special fish scale for good dry and wet grips
Blue coating widely preferred by the poultry and food processing industry
Compliant with FDA & EU food handling requirements
Chlorinated inside and out to minimize the risk of allergy.

STANDARDS AND CERTIFICATIONS
0493
EN 420:2003 + A1:2009;
Category III
EN374_LowChemicalResistance
KPT
X010
X010X
REACH Compliant

Characteristics
Series: AlphaTec®
Type: 87-305
Antistatic: No
Silicone-free: No
Length: 305 mm
Colour: Blue
Norm: CE Cat. III, EN 338, EN 374, EN 420, EN ISO

21420, EN ISO 374, REACH
Approvals: CE Number
Coating Colour: Blue
Cuff Style: Pinked
Material: Natural rubber latex

Characteristics (2) 
Possible Sensitizer Ingredients: Natural rubber

proteins
Category III: Yes
EN 388:2016: X010X
EN 420:2003 + A1:2009: Yes
EN ISO 374-1:2016: KPT
EN ISO 374-5:2016: Yes

Description Article

Gloves 87-305 AlphaTec Size 6.5-7 13188561
Gloves 87-305 AlphaTec Size 7.5-8 13188562
Gloves 87-305 AlphaTec Size 8.5-9 13188573
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