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HAVIT SAE locking sheet with o-ringgroove
Characteristics
Series: APO
Flange type: Locking sheet
Material: Steel

Size table:

Pressure
class

psi

SAE
flange
size 

in

C 

mm

D 

mm

E

mm

F 

mm

H 

mm

L

mm

3000 1/2 38.1 54 17.5 45.6 6 9

3000 3/4 47.6 65 22.3 50 6 11

3000 1 52.4 70 26.2 60 6 11

3000 1.1/4 58.7 79 30.2 68 6 11

3000 1.1/2 69.9 94 35.7 82 6 13

3000 2 77.8 102 42.9 76 6 13

3000 2.1/2 88.9 114 50.8 108 6 13

3000 3 106.4 134 61.9 130 6 17

3000 3.1/2 120.7 152 69.9 139 6 17

3000 4 130.2 162 77.8 152 6 17

3000 5 152.4 184 92.1 180 6 17

6000 1/2 40.5 56 18.2 47.2 6 9

6000 3/4 50.8 71 23.8 60 6 11

6000 1 57.2 81 27.8 70 6 13

6000 1.1/4 66.6 95 31.8 78 6 15

6000 1.1/2 79.3 112 36.5 94 6 17

6000 2 96.8 133 44.5 114 6 21

6000 2.1/2 123.8 180 58.8 152 6 26

6000 3 152.4 208 71.6 178 6 33

Pressure class
psi

SAE flange size 
in

Surface protection Article

3000 1/2 Untreated 14308266
3000 3/4 Untreated 14308268
3000 1 Untreated 14308269
3000 1.1/4 Untreated 14308272
3000 1.1/2 Untreated 14308273
3000 2 Untreated 14308275
3000 2.1/2 Untreated 14308278
3000 3 Untreated 14308280
3000 3.1/2 Untreated 14308282
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Pressure class
psi

SAE flange size 
in

Surface protection Article

3000 4 Untreated 14308284
3000 5 Untreated 14308286
6000 1/2 Untreated 14308288
6000 3/4 Untreated 14308289
6000 1 Untreated 14308291
6000 1.1/4 Untreated 14308293
6000 1.1/2 Untreated 14308295
6000 2 Untreated 14308297
6000 2.1/2 Untreated 14308299
6000 3 Untreated 14308301
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