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LEADER Graphite flange gasket ELASTAGRAPH ASME B16.21

Characteristics
Series: ELASTAGRAPH
Norm: ASME B16.21
Graphite purity: >98 %
Insert material: RVS 316 L (1.4404)
Insert type: Corrugated
Number of inserts: 1
Anti-stick: Yes
Temperature range: -200 / 450 °C

Suitable for medium: Solvents, Low pressure steam,
Weak Acids, Lubricant, Natural gas, Oil, Grease,
Weak Alkalis, Air (compressed air), Hydrocarbons,
Refrigerants, Fuels, Chlorine, gaseous (7782-50-5),
Chlorine Water < 5% (7782-50-5), Cryogenic,
Biodiesel

Approval according to: Blow out VDI2200, DVGW,
API 6FB, TA-Luft, BAM

Application
● Recommended in: Chemical

Nominal diameter Flange pressure stage Outer diameter
mm

Inner diameter
mm

Thickness
mm

Article

1/2" 150lbs 48 21 1.6 12621849
1/2" 300/600lbs 54 21 1.6 12621868
3/4" 150lbs 57 27 1.6 12621850
3/4" 300/600lbs 67 27 1.6 12621869

1" 150lbs 67 33 1.6 12621851
1" 300/600lbs 73 33 1.6 12621870

1.1/4" 150lbs 76 42 1.6 12621852
1.1/4" 300/600lbs 83 42 1.6 12621871
1.1/2" 150lbs 86 48 1.6 12621853
1.1/2" 300/600lbs 95 48 1.6 12621872

2" 150lbs 105 60 1.6 12621854
2" 300/600lbs 111 60 1.6 12621873

2.1/2" 150lbs 124 73 1.6 12621855
2.1/2" 300/600lbs 130 73 1.6 12621874

3" 150lbs 137 89 1.6 12621856
3" 300/600lbs 149 89 1.6 12621875
4" 150lbs 175 114 1.6 12621857
4" 300lbs 181 114 1.6 12621876
5" 150lbs 197 141 1.6 12621858
5" 300lbs 216 141 1.6 12621877
6" 150lbs 222 168 1.6 12621859
6" 300lbs 251 168 1.6 12621878
8" 150lbs 279 219 1.6 12621860
8" 300lbs 308 219 1.6 12621879
10" 150lbs 340 273 1.6 12621861
10" 300lbs 362 273 1.6 12621880
12" 150lbs 410 324 1.6 12621862
12" 300lbs 422 324 1.6 12621881
14" 150lbs 451 356 1.6 12621863
14" 300lbs 486 356 1.6 12621882
16" 150lbs 514 406 1.6 12621864
16" 300lbs 540 406 1.6 12621883
18" 150lbs 549 457 1.6 12621865
18" 300lbs 597 457 1.6 12621884
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Nominal diameter Flange pressure stage Outer diameter
mm

Inner diameter
mm

Thickness
mm

Article

20" 150lbs 606 508 1.6 12621866
20" 300lbs 654 508 1.6 12621885
24" 150lbs 718 610 1.6 12621867
24" 300lbs 775 610 1.6 12621886
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