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Joint de compact type 0820
Type 0820 iest formé de deux pièces agissant ensemble comme joint de piston a double effet, un anneau de
profil constituê d'un mêlange spécial PTFE et un anneau en O comme élément énergisant.

Caractéristiques
Type: 0820
Mode de travail: Double effet
Pression de service maximum: 400 bar
Vitesse maximale: 15 m/s

Application
● Machires d'injection, choriots elevateurs, plates-

formes de chorgememment, grues machines
agricoles et valves pour les systemes hydraulique et
pneumatiqe.

Informations techniques
● Fiable fricition, sans glissment de la tige
● En rasion du profil special, il peut etre utilise en

paire ou devant l’anneau en U.
● Longue duree de vie
● Haute vitesse de glissement
● Vaste gamme de temperatures et de produits

chimiques selon la matière de l’anneau en O.
● Coefficient de fronttement statique et dynamique

minimal pour une perte d’énergie minimale et une
basse température

● d’exploitation.
● Conception simple de la gorge et bass es hauteurs

du logament axial.

Principe de fonctionnement
● Nous recommandons d’utiliser l’outil de montage

spécial (voir la section : Informations générales sur
l’installation des éléments du join hydraulique) et
d'avoir une conception ouverte de gorge pour les
dimensions inferieures â Ø 40 mm. ıl est três
important que les outils d’assemblage soient
composés de matériaux doux et n'yant aucun bord
tranchant. Avant I'installation, l'êlêment d'êtanchêitê
doit être huilê avec ı'huile du systême.

Options
● Il est recommandé d'utiliser, en minimum deux

bagues de guidage du piston dans les cylindres â
logue course, en minimum une bague de guidage
dans les courtes courses et sous de basses charges
radiales. Pour les applications speciales qui exient
de hautes temperatures ou une resistance aux
produits chimiques, le joint de piston est fabrique
avec le mêlange spêcial PTFE et la matiêre FKM. Les
valeurs d'êcart permisespour le joint de tige 0820
sont données dans le tableau suivant.

OPERATING CONDITIONS

MEDIA Mineral oils (DIN 51524) HFA and HFB HFC

TEMPERATURE from -30°C till +105°C from +5°C till +60°C from -30°C till +60°C

PRESSURE max. 400 Bar max. 400 Bar max. 400 Bar

SPEED max. 5.0 m/s max. 5.0 m/s max. 5.0 m/s

Note: The above data are maximum values and cannot be used at the same time.

SURFACE ROUGHNESS Ra Rmax

Sliding Surface max. 0.2 µm 2.0 µm

Groove Base max. 1.6 µm 6.3 µm

Groove Flanks max. 3.2 µm 15 µm

Note: It is recommended to have 50% to 90% of the working surface material contact area value.
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PERMISSIBLE SEALING GAP

B (mm) Smax (mm)

x 150 Bar 250 Bar 400 Bar

2.2 0.25 0.20 0.15

3.2 0.4 0.25 0.15

4.2 0.4 0.25 0.20

6.3 0.5 0.30 0.20

8.1 0.6 0.35 0.25

9.5 0.7 0.50 0.30

Note: The largest sealing gap value occurring on the non-pressurized side of the seal does have a vital importance for the function of the seal and in this
respect it is quite important to use the S value lower than the above indicated numbers.

OPERATING CONDITIONS

MEDIA Mineral oils (DIN 51524) HFA and HFB HFC

TEMPERATURE from -30°C till +105°C from +5°C till +60°C from -30°C till +60°C

PRESSURE max. 400 Bar max. 400 Bar max. 400 Bar

SPEED max. 5.0 m/s max. 5.0 m/s max. 5.0 m/s

Note: The above data are maximum values and cannot be used at the same time.

SURFACE ROUGHNESS Ra Rmax

Sliding Surface max. 0.2 µm 2.0 µm

Groove Base max. 1.6 µm 6.3 µm

Groove Flanks max. 3.2 µm 15 µm

Note: It is recommended to have 50% to 90% of the working surface material contact area value.

PERMISSIBLE SEALING GAP

B (mm) Smax (mm)

x 150 Bar 250 Bar 400 Bar

2.2 0.25 0.20 0.15

3.2 0.4 0.25 0.15

4.2 0.4 0.25 0.20

6.3 0.5 0.30 0.20

8.1 0.6 0.35 0.25

9.5 0.7 0.50 0.30

Note: The largest sealing gap value occurring on the non-pressurized side of the seal does have a vital importance for the function of the seal and in this
respect it is quite important to use the S value lower than the above indicated numbers.

OPERATING CONDITIONS

MEDIA Mineral oils (DIN 51524) HFA and HFB HFC

TEMPERATURE from -30°C till +105°C from +5°C till +60°C from -30°C till +60°C

PRESSURE max. 400 Bar max. 400 Bar max. 400 Bar

SPEED max. 5.0 m/s max. 5.0 m/s max. 5.0 m/s
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OPERATING CONDITIONS

MEDIA Mineral oils (DIN 51524) HFA and HFB HFC

Note: The above data are maximum values and cannot be used at the same time.

SURFACE ROUGHNESS Ra Rmax

Sliding Surface max. 0.2 µm 2.0 µm

Groove Base max. 1.6 µm 6.3 µm

Groove Flanks max. 3.2 µm 15 µm

Note: It is recommended to have 50% to 90% of the working surface material contact area value.

PERMISSIBLE SEALING GAP

B (mm) Smax (mm)

x 150 Bar 250 Bar 400 Bar

2.2 0.25 0.20 0.15

3.2 0.4 0.25 0.15

4.2 0.4 0.25 0.20

6.3 0.5 0.30 0.20

8.1 0.6 0.35 0.25

9.5 0.7 0.50 0.30

Note: The largest sealing gap value occurring on the non-pressurized side of the seal does have a vital importance for the function of the seal and in this
respect it is quite important to use the S value lower than the above indicated numbers.

OPERATING CONDITIONS

MEDIA Mineral oils (DIN 51524) HFA and HFB HFC

TEMPERATURE from -30°C till +105°C from +5°C till +60°C from -30°C till +60°C

PRESSURE max. 400 Bar max. 400 Bar max. 400 Bar

SPEED max. 5.0 m/s max. 5.0 m/s max. 5.0 m/s

Note: The above data are maximum values and cannot be used at the same time.

SURFACE ROUGHNESS Ra Rmax

Sliding Surface max. 0.2 µm 2.0 µm

Groove Base max. 1.6 µm 6.3 µm

Groove Flanks max. 3.2 µm 15 µm

Note: It is recommended to have 50% to 90% of the working surface material contact area value.

PERMISSIBLE SEALING GAP

B (mm) Smax (mm)

x 150 Bar 250 Bar 400 Bar

2.2 0.25 0.20 0.15

3.2 0.4 0.25 0.15

4.2 0.4 0.25 0.20

6.3 0.5 0.30 0.20
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PERMISSIBLE SEALING GAP

B (mm) Smax (mm)

8.1 0.6 0.35 0.25

9.5 0.7 0.50 0.30

Note: The largest sealing gap value occurring on the non-pressurized side of the seal does have a vital importance for the function of the seal and in this
respect it is quite important to use the S value lower than the above indicated numbers.

Beschreibung Article

Joint compact Eriflon 48-0820 440x415,5 L=8,1 15875831
Joint compact Eriflon 48-0820 550x525,5 L=8,1 15875893
Joint compact Eriflon 48-0820 390x365,5 L=8,1 15875817

Joint compact Eriflon 48-0820 185x164 L=8,1 15875646
Joint compact Eriflon 48-0820 192x171 L=8,1 15875653

Joint compact Eriflon 48-0820 560x535,5 L=8,1 15875901
Joint compact Eriflon 48-0820 85x69,4 L=6,3 15876029

Joint compact Eriflon 48-0820 194x173,3 L=8,2 15875660
Joint compact Eriflon 48-0820 450x425,5 L=8,1 15876043
Joint compact Eriflon 48-0820 380x366 L=7,5 15875792
Joint compact Eriflon 48-0820 38x30,5 L=3,2 15875800

Joint compact Eriflon 48-0820 510x485,5 L=8,1 15875879
Joint compact Eriflon 48-0820 50x34,5 L=6,3 15875862
Joint compact Eriflon 48-0820 205x184 L=8,1 15875684

Joint compact Eriflon 48-0820 570x545,5 L=8,1 15875925
Joint compact Eriflon 48-0820 13x8,1 L=2,2 15875583

Joint compact Eriflon 48-0820 460x435,5 L=8,1 15875848
Joint compact Eriflon 48-0820 170x149 L=8,1 15875639
Joint compact Eriflon 48-0820 48x37 L=4,2 15875855
Joint compact Eriflon 48-0820 195x174 L=8,1 15875677

Joint compact Eriflon 48-0820 620x595,5 L=8,1 15875963
Joint compact Eriflon 48-0820 275x254 L=8,1 15875747

Joint compact Eriflon 48-0820 530x505,5 L=8,1 15875886
Joint compact Eriflon 48-0820 610x585,5 L=8,1 15875956
Joint compact Eriflon 48-0820 810x782 L=9,5 15876012
Joint compact Eriflon 48-0820 165x144 L=8,1 15875615

Joint compact Eriflon 48-0820 132x116,5 L=6,3 15875569
Joint compact Eriflon 48-0820 680x652 L=9,5 15875987
Joint compact Eriflon 48-0820 155x134 L=8,1 15875590

Joint compact Eriflon 48-0820 370x345,5 L=8,1 15875235
Joint compact Eriflon 48-0820 470x445,5 L=8,1 15875242

Joint compact Eriflon 48-0820 215x194 L=8,1 15875228
Joint compact Eriflon 48-0820 30x22,5 L=3,8 15875406

Joint compact Eriflon 48-0820 350x325,5 L=8,1 15876050
Joint compact Eriflon 48-0820 720x692 L=9 15876005

Joint compact Eriflon 48-0820 410x385,5 L=8,1 15875824
Joint compact Eriflon 48-0820 135x114 L=8,1 15875576

Joint compact Eriflon 48-0820 256x235 L=8,1 15875716
Joint compact Eriflon 48-0820 100x84,5 L=6,3 15875266
Joint compact Eriflon 48-0820 120x104,5 L=6,3 15875297
Joint compact Eriflon 48-0820 80x64,5 L=6,3 15875538
Joint compact Eriflon 48-0820 55x44 L=4,2 15875507

Joint compact Eriflon 48-0820 270x249x L=8,1 15875730
Joint compact Eriflon 48-0820 16x8,5 L=3,2 15875622

Joint compact Eriflon 48-0820 380x355,5 L=8,1 15875444
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Beschreibung Article

Joint compact Eriflon 48-0820 180x159 L=8,1 15875329
Joint compact Eriflon 48-0820 230x209 L=8,1 15875367
Joint compact Eriflon 48-0820 70x59 L=4,2 15875994
Joint compact Eriflon 48-0820 60x49 L=4,2 15875949
Joint compact Eriflon 48-0820 150x129 L=8,1 15875312
Joint compact Eriflon 48-0820 260x239 L=8,1 15875723
Joint compact Eriflon 48-0820 250x229 L=8,1 15875374

Joint compact Eriflon 48-0820 630x605,5 L=8,1 15875259
Joint compact Eriflon 48-0820 45x34 L=4,2 15875475

Joint compact Eriflon 48-0820 660x635,5 L=8,1 15875970
Joint compact Eriflon 48-0820 95x79,5 L=6,3 15876036
Joint compact Eriflon 48-0820 56x45 L=4,2 15875918

Joint compact Eriflon 48-0820 290x269 L=8,1 15875754
Joint compact Eriflon 48-0820 210x189 L=8,1 15875691
Joint compact Eriflon 48-0820 28x20,5 L=3,2 15875398
Joint compact Eriflon 48-0820 115x99,5 L=6,3 15875280
Joint compact Eriflon 48-0820 240x219 L=8,1 15875709
Joint compact Eriflon 48-0820 320x299 L=8,1 15875785
Joint compact Eriflon 48-0820 110x94,5 L=6,3 15875273

Joint compact Eriflon 48-0820 360x335,5 L=8,1 15875437
Joint compact Eriflon 48-0820 140x119 L=8,1 15875305
Joint compact Eriflon 48-0820 156x135 L=8,1 15875608

Joint compact Eriflon 48-0820 580x555,5 L=8,1 15875932
Joint compact Eriflon 48-0820 540x515,5 L=8,1 15875499
Joint compact Eriflon 48-0820 130x114,5 L=6,3 15875552
Joint compact Eriflon 48-0820 35x27,5 L=3,2 15875420
Joint compact Eriflon 48-0820 220x199 L=8,1 15875343
Joint compact Eriflon 48-0820 63x52 L=4,2 15875514
Joint compact Eriflon 48-0820 22x14,5 L=3,2 15875350

Joint compact Eriflon 48-0820-520x495,5 L=8,1 15876067
Joint compact Eriflon 48-0820 300x279 L=8,1 15875761
Joint compact Eriflon 48-0820 310x289 L=8,1 15875778
Joint compact Eriflon 48-0820 90x74,5 L=6,3 15875545
Joint compact Eriflon 48-0820 42x31 L=4,2 15875468

Joint compact Eriflon 48-0820 20x12,5 L=3,2 15875336
Joint compact Eriflon 48-0820 65x54 L=4,2 15875521

Joint compact Eriflon 48-0820 280x259 L=8,1 15875381
Joint compact Eriflon 48-0820 32x24,5 L=3,2 15875413

Joint compact Eriflon 48-0820 480x455,5 L=8,1 15875482
Joint compact Eriflon 48-0820 400x375,5 L=8,1 15875451

/5

http://shop.maagtechnic.ch
http://shop.maagtechnic.ch/fr/searchterm/15875451?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875343?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875514?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875350?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15876067?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875761?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875778?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875545?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875468?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875336?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875521?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875381?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875413?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875482?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875785?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875273?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875312?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875723?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875374?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875259?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875475?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875970?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15876036?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875918?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875754?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875691?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875398?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875280?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875709?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875932?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875499?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875552?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875420?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875437?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875305?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875329?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875367?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875994?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875949?searchEriksPartno=true
http://shop.maagtechnic.ch/fr/searchterm/15875608?searchEriksPartno=true

